
TECHNICAL DATA SHEET 310

CAPLUX SCREEDING FILLER
DESCRIPTION CAPLUX Screeding Filler is an acrylic based wall putty

TYPICAL USES Suitable for interior/exterior application on rough or uneven rendered concrete surfaces to 
give a perfectly smooth, matt finish

KEY BENEFITS  For Interior and Exterior Use
Good adhesion to plaster and cement rendering
Fast drying
Ready mixed for easy use

PRODUCT INFORMATION

Composition
Pigment: 
Binder: 
Solvent:

Lightfast Non-Lead Pigments
Acrylic Copolymer Emulsion
Water

Pack Size:
Colour:
Finish:

20L
White
Matt

Theoretical
Spreading Rate: Up to 1.5sq.meter per litre depending on surface porosity and method of application

Drying Information
Touch Dry:
Hard Dry:

30-1hr (Depending on prevailing temperature and humidity conditions)
16-24hrs

Film Properties 
Chemical Resistance:
Heat Resistance: 
Water Resistance:

Not suitable
Not suitable for use on heated surfaces
Withstands humidity and rain once fully cured

APPLICATION INFORMATION

Method of Application: Steel trowel, Screeding knife, Scrapper

Apply only as much CAP Screeding filler as needed, it is advisable to build the film thickness in multiple thin layers rather 
than one thick coat. Two coats would normally suffice. Allow to dry for at least 2hrs before sanding with sandpaper to a 
smooth finish. Thick applications or damp weather may require a slightly longer drying period.

Coverage: Up to 1.5sq.meter per litre depending on surface porosity and method of application

Thinning: Not recommended
Cleaning Up: After use, remove as much product as possible from application equipment before cleaning with
water. If you have left over paint, dispose of it responsibly.



SYSTEMS AND COMPATIBILITY

Apply in thin coats until the desired film thickness is achieved.

SURFACE PREPARATION

Surfaces must be clean and dry before painting. All surfaces must be clean and free from grease, oil and other
contaminants. Remove all dirt, grease, flaking paint, loose surface powder. Where necessary, wash the surface to
remove dirt, grease and powdery or dusty residues. Rinse with water and allow to dry. Kill fungi and algae with
Caplux Biocidal Wash.

Note: Caplux Screeding Filler is not designed to repair obvious structural defects.

SAFETY INFORMATION

For detailed safety information, refer to the Safety Data Sheet

ADDITIONAL INFORMATION

Storage and Transportation:
Store in a cool, dry, well ventilated place protected from moisture, away from sources of heat, ignition and direct
sunlight. Containers which are opened should be properly resealed and kept upright to prevent leakage. Do not use
or store any paint  container by hanging on a hook.  Store separately from oxidizing agents,  strongly alkaline
materials, strongly acidic materials, amines, alcohols and water

To prevent spillage, store and transport upright

FURTHER SUPPORT

If you need further support, please contact Chemical & Allied Products Plc Careline on 08159493070

Company Disclaimer:The information contained in the technical data sheet is believed to be accurate and true at
the date of issuance but are subject to change without prior notice. We guarantee our product to conform to the
specifications contained herein, however we make no warranty of merchantability or any other warranty, express
or implied, with respect to such information, and liability (if any) resulting from its use is limited to replacement of
the product. In no event shall CAP Plc be liable for any claims, losses, or damages of any third party or for lost
profits, labour cost or any special, indirect, incidental, consequential or exemplary damages, howsoever arising
even if CAP Plc has been advised of the possibility of such damages
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